HYDRAULIC
PLATFORM
LIFT

EMAK Platfarm

Goods-Only Hydraulic Lift

PLATFORM is the goods-only hydraulic lift
for freights intented primarily for industrial

facilities and warehousas,




EHPL 500 MODEL

General View

= Balustrade
By Others

= Required Cut Out Dimensions
(W x D) 800 x 1000 mm
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&= Ground Floor

Required Shaft Pit: 500 mm

Subject to change without prior notice! exportdemakgicbal.com



TECHNICAL SPECIFICATIONS

Compliance 2006/42/EC Machine Directive
Type EHPL 500 Hydraulic Drive
Roping 21

Rated Speed 015 m's

Max Rated Load 500 kg

Min. Pit 500 mm

Flatform Width x Dapth 1200 x BOO mm

Safety Devices Rupture Valve, Emergency Button, Overload Pressure Valve
Landing Doors Mot Available

Platform Door Hingad (manual)

Finishing RAL Painted

export@emakglobal com
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LAYOUT DRAWINGS, PLAN VIEWS
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LAYOUT DRAWINGS, SECTION VIEWS
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EHPL 1000 MODEL

General View

= Balustrade
By Others
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= Required Cut Out Dimensions
(W x D) 800 x 1000 mm
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TECHNICAL SPECIFICATIONS

Compliance 2006/42/EC Machine Directive
Type EHPL 1000 Hydraulic Drive
Roping 2:1

Rated Speed 015 m's

Max Rated Load 1000 kg

Min. Pit 500 mm

Platform Width x Depth

1500 x 1000 mm

Safety Devices Rupture Valve, Emergency Button, Overload Pressure Valve
Landing Doors Mot Avallabile

Platform Door Hingad (manual)

Finishing RAL Painted

exportitemakglobal.com
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LAYOUT DRAWINGS, PLAN VIEWS
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LAYOUT DRAWINGS, SECTION VIEWS
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EHPL 1500 MODEL
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By Others
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TECHNICAL SPECIFICATIONS

Compliance 2006/42/EC Machine Directive
Type EHPL 1500 Hydraulic Drive
Roping 2:1

Rated Speed 015 m's

Max Rated Load 1500 kg

Min. Pit 1000 mm

Platform Width x Depth

1700 x 1300 mm

Safety Devices Rupture Valve, Emergency Button, Overload Pressure Valve
Landing Doors Mot Avallabile

Platform Door Hingad (manual)

Finishing RAL Painted

exportitemakglobal.com
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LAYOUT DRAWINGS, PLAN VIEWS
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LAYOUT DRAWINGS, SECTION VIEWS
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TECHNICAL SPECIFICATIONS

Compliance 2006/42/EC Machine Directive
Type EHPL 2000 Hydraulic Drive
Roping 2:1 Double Piston Tower
Rated Speed 0,15 mfs

Max Rated Load 3000 kg

Min. Pit 1500 mm

Platform Width x Depth

Safety Devices

2000 x 2300 mm

Bupture Valve, Emergency Button, Overload Pressure Valve

Landing Doors Mot Available
Platform Door Hinged (manual)
Finishing RAL Fainted
axportdemakglobal.com Subject to change without prior notice! | 15



LAYOUT DRAWINGS, PLAN VIEWS
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Factory - Head

MMimarsinan OSB.

19.Cadde No: 33 38350
Melikgazi / Kayser / TURKIYE
+90 352 24138 38
infodemakelevator.com

www.emakelevator.com

CTLG 202204815



